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For all Vessel Sales Enquiry, please email to info@mepsystems.com.sg. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                             
 

SPECIFICATIONS 
 

Dimensions 
 
Length, o.a :   36.00 m 
Beam, moulded  :   10.80 m 
Depth, moulded  :     5.00 m 
Draft, design  :     4.00 m 
Total compliment :   16 persons 
 
Performance 
 
Bollard Pull (Ahead)  :   up to 53 tonnes 
Bollard Pull (Stern)  :   up to 48 tonnes 
Speed  :   up to 12 knots 
 
Notation 
 
Bureau Veritas Class 1 �  Hull �  Mach Tug Unrestricted 
Navigation 
 
Capacities 
 
Fuel Oil  :   320 m3 
Fresh Water  :   150 m3 
Lubrication Oil :       1 m3 

 
Fire Fighting  
½ Fi-Fi System  :   1200m3/hr to skum  
 2 x 600m3/hr monitors 
 
 
 

Machinery 
 
Main Engines :    2 x Daihatsu 6DKM-26F,  
      2 x 1618KW at 750rpm 
Gearbox :    GWC 45.49, Ratio 2.72:1 
Propeller :    2 x 2400mm dia. fixed  
      pitch propellers nozzles 
Generator :    2 x Cummins SF240GFM  
      240Ekw at 1500rpm 
Bow Thruster :    3T thrust, electric thruster
      E-pod 200T 
 
Deck Machinery 
 
Aft Towing Winch   :    75T electro-hyd. double  

     drum waterfall type,  
     750m x 42mm dia 
     Brake Holding 120T 

Fwd Windlass Anchor :    electro-hydraulic 3T at  
     10m/min, 2 x 660kg  
     anchor with 302 x 22mm  
     dia. chain, centre single  
     drum capacity 110m x  
     52m dia. P.P rope 

Tugger Winch  :    10T at 15m/min 
Capstan   :    5T at 10m/min,  
Stern Roller  :    2500mm x 1400mm dia. 
Shark Jaw & Towing Pin :    150T S.W.L 


